
Changes to NPDES Applicable 

requirements Document and FAQs



NPDES Applicable Requirements



Revised 303d monitoring

• Additional monitoring required at the 

discretion of DWR IF the stream is listed for 

turbidity AND the project has had 

DOCUMENTED problems managing turbidity.

• NO longer an automatic 2X a week monitoring 

and removes reference to the construction-

related 303d list 



NEW:  Changes to the monitoring 

requirements for the “waiting for grass to 

grow” time period
• Once construction has been completed, and 

erodible slopes have been sufficiently stabilized 
to restrain erosion by application of permanent 
ground cover varieties and installation of 
temporary ground cover to include appropriate 
erosion control matting and/or other approved 
mulch materials, all remaining erosion control 
measures and SDOs shall be inspected once every 
30 calendar days and within 24 hours after a 0.5” 
rainfall per 24 hour period. 



Time to do repairs-updated to be in 

sync with NPDES forms

• If maintenance, modifications, additions, or corrective 
actions are needed on any control measures to 
prevent the discharge of pollutants to waters of the 
State or beyond the NCDOT property limits, these 
actions must be performed as soon as possible or 
before the next rain event within 24 hours for urgent 
items and within 5 days of discovery for routine 
items (see FAQ section for differentiation of routine 
and urgent items).  Any maintenance, modifications, 
additions, or corrective actions shall be recorded on 
the inspection form, SPPPFORM30, effective July 2010.

• *note the red text is new to the Applicable 
Requirements document



New FAQ-clarification for when to sign 

off on the forms
• The combined form, SPPPFORM30, effective July 2010, should 

be signed at the end of each week or once all corrective actions 
have been completed . In the event that corrective actions are 
not completed prior to the end of the week, and those 
corrective actions are within the 24 hour or  5 day time frame, 
the corrective actions can be carried over to the next week’s 
report.  Under no circumstances should the same corrective 
actions be carried over more than one week.  The  report should 
be signed when the corrective actions have been completed.

• If there are items that aren’t being corrected, inspectors need 
to bring that to attention of the project management (i.e. 
Resident’s, CME’s, etc) so it can be handled.

* note the red text is new to the FAQ document. 



New FAQ-added new FAQ to clarify 

what’s routine and what’s urgent

• How does the inspector know the difference 
between an “Urgent” and a “Routine” corrective 
action items?

• Any erosion control device that is damaged that 
has the potential to lose sediment and/or 
pollutants off-site and/or into surface waters 
should be treated as an “Urgent” item.  “Routine 
items” include corrective actions on-site that 
don’t have the potential to lose sediment and/or 
pollutants off-site or into surface water.


